**Valve Lash Check/Adjust**
- Initial at 50,000 km
- Next at 100,000 km
- Next at 200,000 km
- Every 200,000 km there after

**Power Steering Filter and Oil**
- Replace every 100,000 km
  - Filter P/N - LF637
  - Oil Type - Dexron III

**Fuel Filter**
- Replace both every Oil Change
  - Filter P/N - 1655115
  - Filter P/N - 1433649

**NOTE:** Please follow attached procedure for replacing and bleeding of the fuel system.

**Engine Coolant**
- Test coolant every Oil Change

**Oil Filters**
- Replace both every Oil Change
  - Filter P/N - 1643070
  - Filter P/N - 1922496

**Cabin Fresh Air Filter**
- Check/replace every Oil Change
  - P/N - 25189011

**Air Filter for AdBlue Dosing Unit**
- Replace every 2nd Oil Change
  - Filter P/N - 1686587

**EAS Filter for Dosing Module**
- Replace every 100,000 km
  - Filter P/N - 1819795

**Air Dryer Filter**
- Replace every 100,000 km
  - Filter P/N - T224P
  
**CAUTION:** - Drain Air system before removing filter

**June 2014**
Filter Part Numbers Required and Replacement Intervals

Note: Recommend replacement of the Engine Drive belts at 100,000 km

<table>
<thead>
<tr>
<th>Filter Part Numbers Required and Replacement Intervals</th>
<th>Filter Part Numbers Required and Replacement Intervals</th>
</tr>
</thead>
<tbody>
<tr>
<td>Fuel Filter - Replace every Oil Change P/N - 1655115</td>
<td>EAS Air Filter - Replace every 2nd Oil Change P/N - 1686587</td>
</tr>
<tr>
<td>Fuel/water Separator - Replace every Oil Change P/N - 1433649</td>
<td>EAS Filter for Dosing Module - Replace every 100,000 km P/N - 1819795</td>
</tr>
<tr>
<td>Engine Oil Filter - Replace every Oil Change P/N - 1643070</td>
<td>Power Steering Filter - Replace every 100,000 km P/N - LF637</td>
</tr>
<tr>
<td>Centrifugal Engine Oil Filter - Replace every Oil Change P/N - 1922496</td>
<td>Air Dryer Filter - Replace every 100,000 km P/N - T224P</td>
</tr>
</tbody>
</table>

Engine Oil Change Intervals -
Synthetic oil ACEA E6 W40 replace at 50,000 km intervals
Mineral oil API CJ-4 W40 replace at 40,000 km intervals

Coolant Requires replacing every 4 years. Requires testing every service.
P/N -
5 Ltr - 1602270
25 Ltr - 1602271

Note: Recommend replacement of the Engine Drive belts at 100,000 km